A theoretical investigation of the hydromagnetic three-dimensional boundary layer flow of nanofluid due to stretching sheet has been carried out in the presence of a non-linear thermal radiation, Soret and Dufour effects. Three different types of water-based nanofluids containing copper, aluminium oxide and titanium dioxide are taken into consideration. The governing boundary layer equations are transformed into a set of similarity equations using three dimensional non-linear type similarity transformations. The resultant equations are numerically solved by employing Runge-Kutta-Fehlberg fourth-fifth order method along with shooting scheme. Further, under some limiting case obtained results are compared with some previously published results and found in good agreement. The problem is governed eleven physical parameters such as magnetic parameter, radiation parameter, temperature ratio parameter, Prandtl, Schmidt, Soret, Dufour and Biot numbers, stretching ratio parameter, power index and nanoparticles volume fraction parameter. The effect of these parameters on various flow distributions is comprehensively discussed with the help of graphs and tables. It is found that, properties of the fluid can be changed by varying the concentration of nanoparticles and the nanoparticles enhance the thermal conductivity which results improvement in efficiency of heat transfer systems.
Introduction
The boundary layer flow analysis of an electrically conducting fluid due to a stretching sheet is of great interest because of their diverse engineering and industrial applications. MHD has immediate applications in designing of heat Peer f Fluid nf Nanofluid p Nanoparticles exchangers, in space vehicle propulsion, in thermal protection, in magnetohydrodynamic (MHD) power generators, MHD pumps, in polymer technology, in petroleum industry, in purification of crude oil and fluid droplets sprays. Its relevance is also seen in the fields of stellar and planetary magnetospheres, aeronautics, chemical engineering and electronics. In this view, many authors [1] [2] [3] [4] [5] [6] have recently studied the MHD effects on flow problems with different aspects. They found that, MHD effect have a significant role in thermal management applications.
On the other hand, a couple of decades ago Choi [7] introduced the concept of the nanofluid very first. Nanofluid is a dilute suspension of base fluid and nanoparticles. To enhance the thermal performance of the base fluid an innovative technique of adding additives into the base fluid is applied. The nanofluids are potential heat transfer fluids can be applied in many engineering and industrial processes due to enhanced thermo physical properties and heat transfer performances. In heat transfer intensification, the nanofluids possess the some advantages; (i) large surface area and therefore the heat transfer surface between fluid and particle is more, (ii) high dispersion stability, (iii) Required no/low pumping power to achieve equivalent heat transfer intensification as compared with base fluid, (iv) Adjustable fluid properties, by varying particle concentration, (v) Absorb thermal energy directly [8] . Masuda et al. [9] observed the phenomenon that the enhancement of thermal conductivity is the main characteristic feature of nanofluids. A comprehensive survey of nanofluids convective heat transport was presented by Buongiorno [10] . Buongiorno proposed a nanofluid model; which includes the influence of Brownian motion and thermophoretic diffusion due the inclusion of nanoparticles. Later, Tiwari and Das [11] presented another mathematical model to study the thermal behaviours of nanofluid by considering the effective fluid properties. This model was extensively used by many researchers [12] [13] [14] [15] [16] [17] [18] [19] [20] .
The convective heat transfer is significant in the processes such as thermal energy storage, gas turbines, nuclear plants, etc. Aziz [21] investigated the Blasius flow of viscous fluid problem with the convective boundary condition. He found that, thermal boundary layer thickness could be controlled by Biot number. Makinde [22] presented a similarity solution for MHD mixed convection flow on a vertical plate with the convective boundary condition. They found that, the temperature profile increases with an increase in Biot number. The heat and mass transfer past a vertical plate in the presence of the magnetic field and convective boundary condition were studied by Makinde and Aziz [23] . The same authors [24] have examined the boundary layer flow over a stretching sheet with a convective heat exchange at the surface by utilizing nanofluids. Further, they concluded that, the convective boundary condition is more realistic than prescribed surface temperature or prescribed heat flux. Hayat et al. [25] visualized the Soret and Dufour effects in three-dimensional flow of Maxwell fluid with chemical reaction and convective boundary condition. The flow and heat transfer of Eyring Powell fluid over a continuously moving surface in the presence of a free stream velocity was investigated by Hayat et al. [26] and have used the convective boundary conditions in their problem formulation. Recently, Gireesha and Mahanthesh [27] addressed the perturbation solution for viscoelastic fluid flow and heat transfer with convective boundary condition in non-uniform channel. Besides, the radiative heat transfer have wide occurrence in various applications, such as in nuclear power plants, gas turbines, propulsion devices for space vehicles, missiles and aircraft etc. In view of these applications, many researchers [28] [29] [30] [31] [32] have considered the influence of thermal radiation effect with different physical situations. To simplify the radiative heat flux the Rosseland approximation has been employed. Further, they have assumed small temperature differences within the flow to make out the linear radiative heat flux. But in recent years, many authors have an interest in the study of non-linear thermal radiation effect (see [33] [34] [35] [36] ).
However, aforementioned studies are restricted to linearly stretching sheet. It is important to note that in many practical applications, the stretching of the sheet is not necessarily linear. It may be quadratic, exponential or non-linear. Keeping this in view, the effects of various parameters on the two dimensional flow towards a nonlinearly stretching sheet have been studied by many authors [37, 30, [38] [39] [40] . The 3D flow and heat transfer over a plane horizontal surface stretched non-linearly was studied by Junaid et al. [41] . The same authors [42] have analyzed the three-dimensional flow of nanofluid over an elastic sheet stretched non-linearly in two lateral directions.
The main aim of the present study is therefore to extend the work of [41] by taking the non-linear thermal radiation, convective boundary condition, Soret and Dufour effects in a water based nanofluid. An efficient fourth-fifth order Runge-Kutta-Fehlberg scheme is used to solve the boundary layer similarity equations. A parametric study is carried out in order to understand the physics of the problem.
Mathematical formulation
Consider a three-dimensional steady boundary layer flow of an incompressible electrically conducting water based nanofluid towards the convectively heated stretching sheet. The flow is induced due to stretching of the sheet in two lateral x and y directions with velocity u w = a (x + y) n and v w = b (x + y) n correspondingly, where a, b and n > 0 are constants. The fluid is water based nanofluid containing copper (Cu) or alumina (Al 2 O 3 ) or Titanium oxide (TiO 2 ) nanoparticles. It is assumed that, the base fluid and nanoparticles are in thermal equilibrium and no slip occurs between them. The temperature and concentration at the walls are T w and C w . Here T w is characterized by a temperature T c and it is determined later, is the outcome of a convective heating process with heat transfer coefficient h c . The ambient values of temperature and concentrations are denoted by T ∞ and C ∞ . A variable kind of magnetic field B = B 0 (x + y) n−1 2 applied in the z-direction as shown in Fig. 1 , here B 0 is a constant. The effect of Hall current, viscous dissipation and Joule heating are neglected.
Under these assumptions with usual boundary layer approximations, the conservation of mass, momentum, temperature and concentration are given by;
2)
3) 
here u, v and w are the velocity components along the x, y and z-directions correspondingly, T and C are temperature and concentration of the nanofluid respectively, B-is applied magnetic field, D B -species diffusion coefficient, k T -thermal diffusion coefficient, C s -concentration susceptibility, T m fluid mean temperature and the effective fluid properties are defined as follows [18] ;
here φ-the volume fraction of nanoparticles, µ-dynamic viscosity, ρ-density, k-thermal conductivity, C pspecific heat, σ -electrical conductivity, the subscript 'n f ' represents the nanofluid, ' f ' represents the base fluid and 's' represents the nanoparticles. It should be noted that, Eq. (2.5) is restricted to spherical shaped nanoparticles. The thermo physical properties of the base fluid and nanoparticles are taken from [18] . Subjected boundary conditions are given by;
Now by following Rosseland approximation, the radiative heat flux q r is given by;
where σ * -Stefan-Boltzmann constant and k m -mean absorption coefficient. In this model, optically thick radiation is considered. The Eq. (2.8) is non-linear in T , now it can be linearise by assuming small temperature differences within the flow such that T 4 can be expressed as a linear combination of the temperature, T 4 can be expanded in
Taylor's series about T ∞ as follows;
Now by neglecting higher order terms beyond the first degree in (T − T ∞ ), one can get
Using Eq. (2.10), the Eq. (2.8) takes the following form
Therefore, using (2.11) in the energy Eq. (2.4) we have;
The above equation corresponds to linear radiative heat transfer. But in this study we intend to investigate the non-linear thermal radiation effect, so by ignoring aforementioned assumption, Eq. (2.8) can be written as
Now Eq. (2.4) has the following form
Now introduce three-dimensional non-linear type similarity transformations suggested by [42] as;
where primes denotes derivatives with respect to η. In view of Eq. (2.15), the continuity equation is automatically satisfied and the rest Eqs. (2.2), (2.3), (2.5), (2.12) and (2.14) will reduce to the following set of similarity equations;
Corresponding boundary conditions reduces to, Table 2 The numerical values of skin-friction distribution along x and y-direction for different values of n, M and c. where,
and R, Pr, Df , θ p , Sc, Sr, Bi, c and M are correspondingly radiation parameter, Prandtl number, Dufour number, temperature ratio parameter, Schmidt number, Soret number, Biot number, stretching ratio parameter and magnetic parameter. In order to get similarity solution, here we take h c = c * / √ x 1−n , where c * is constant. These parameters are defined by;
It is worth to mention that; the linearly stretching sheet problem can be recovered for n = 1. In addition, when c = 0 the above equations reduce to two dimensional flow case. Further, the axisymmetric flow of nanofluid due to non-linear stretching sheet can be recovered for c = 1.
It is important to note that, when c = φ = 0 and n = 1, the Eq. (2.16) and its corresponding boundary conditions takes following form;
The exact solution of the above system is given by; Table 4 The numerical values of Nusselt number and Sherwood number for different values of Bi when n = 3, M = 0. The most important physical quantities for the problem in engineering point of view are the skin-friction coefficients, local Nusselt number and local Sherwood number, which are defined by the following relations: where τ zx and τ zy are shear stresses at the wall along x and y directions, q w -heat flux at the wall and m w -mass flux at the wall. They are defined as below;
Bi
Using similarity variables and above relations, the Eq. (2.25) takes the following form;
Re 0.5 
Numerical method and validation
Nonlinear ordinary differential equations (2.16)-(2.20) subjected to the boundary conditions (2.21) are integrated by means of shooting method coupled with fourth-fifth order Runge-Kutta-Fehlberg scheme. The Eqs. (2.16)-(2.20) represent a two-point boundary value problem is solved by converting it into an initial-value problem. Here both f and g are of order three and both θ and ϕ are of order two. By the principle superposition, first we reduced them into a set of ten first order simultaneous differential equations. Later, the shooting scheme is employed to guess missing initial conditions by an iterative process until the boundary conditions are satisfied. The shooting technique is based on Maple functioning 'shoot' algorithm. A detailed explanation of the Shooting method on maple implementation can be found in Meade et al. [43] . Then the resultant system of the initial value problem is solved by Runge-Kutta-Fehlberg scheme.
The Runge-Kutta-Fehlberg method is a standard method, sometimes abbreviated RKF45 and is typically employed to obtain moderate accuracy solutions for non-stiff initial value problems. The method uses a pair of Runge-Kutta methods, one used to propagate the solution, and the other for error control. Both the absolute and relative error tolerances apply for this method. The solution of the related initial value problem provides the solution to the original boundary value problem. In this method, it is most important to choose the suitable finite values of η ∞ . Following the standard practice in the boundary layer analysis, the asymptotic boundary conditions at η ∞ are replaced by η 6 . In the numerical computation, the step size is taken as η = 0.001 with the convergence criteria 10 −6 . The formula of RKF-45 method is given below;
here (3.1) and (3.2) are fourth and fifth order Runge-Kutta respectively. In order to check the accuracy of the employed numerical method, a comparison of f ′′ (0) and g ′′ (0) is made with that of Junaid et al. [42] for ordinary fluid. The comparative results are presented in Table 1 . We observed from this table that, comparison results are found to be an excellent agreement and this confirms that the numerical method adopted in the present work gives accurate results.
Results and discussion
The problem of MHD three-dimensional boundary layer flow and heat transfer of a nanofluid past a convectively heated non-linear stretching sheet was numerically investigated. The non-linear thermal radiation, Soret and Dufour Figs. 2 and 3 plotted to show the velocities (along the x and y directions) respectively, for various values of stretching ratio parameter. From these figures it is observed that an increase in stretching ratio parameter leads to decline the velocity along x-direction, whereas an opposite trend can be observed for velocity along x-direction. Physically, the large values of c (=b/a) lead to either increase in b or decrease in a. As a result, the velocity along the y direction increased and velocity along x direction decreased correspondingly. The variations of stretching sheet ratio parameter on the temperature and concentration profiles were illustrated in Fig. 4 . The intensity of the cooler fluid from the ambient to hotter fluid near the surface is increased as the stretching ratio parameter increases. Consequently, the thermal boundary layer becomes thin and this is responsible for the decrease in temperature as well as concentration profile. The similar outcome is observed by Junaid et al. [42] . 5 depicts the behaviour of velocities (along the x and y directions) for the influence of the nanoparticle volume fraction parameter. It is evident from this figure that, the velocity distribution is decreased rapidly with an increase in φ. Since, as increase in nanoparticle volume fraction intensifies the friction force within the fluid, consequently the velocity profile as well as its corresponding boundary layer thickness decreases notably. Further, it is observed that the velocity distributions are much higher in the case of regular fluid (φ = 0) than that of nanofluid (φ ̸ = 0); this was the similar outcome observed by Gireesha et al. [14] . The response of temperature and concentration profile for the variation of the nanoparticle volume fraction parameter is shown in Fig. 6 . This figure shows that, the temperature and concentration distributions in the boundary layer are increasing functions of φ. As displayed in Fig. 7 ; for large values of power-law index n, the velocities and their corresponding boundary layer thickness diminishes. It is observed from Fig. 8 that, the temperature plus concentration distributions decreases with increase in n.
Figs. 9 and 10 shows the behaviour of axial velocity, transverse velocity, temperature and concentration profiles for different values of magnetic parameter. It is well known that the magnetic parameter represents the importance of magnetic field on the flow. Clearly the presence of a magnetic field retards the flow. That is, both axial and transverse velocity profile decreases by increasing magnetic parameter. The presence of the Lorentzian hydromagnetic drag obstructs the boundary layer flow strongly and serves as a potent control mechanism. Further, it is seen from Fig. 10 that, both the thermal and solute boundary layer thickness is greatly enhanced with strong magnetic field. Fig. 11 describes the effect of thermal radiation parameter on the dimensionless temperature profile. This figure is plotted to compare both linear and non-linear thermal radiation effects on thermal boundary layer. In this figure, the solid lines correspond to linear thermal radiation and dotted lines correspond to non-linear thermal radiation and they are obtained by solving the Eqs. (2.18) and (2.19) correspondingly. It is seen from this figure that, the temperature in the boundary layer increases with an increase in radiation parameter. The central reason behind this outcome is that, by strengthening the radiation parameter, the Rosseland radiative absorptive k m decreases. Consequently, the divergence of radiative heat flux ∂q r /∂ y increases, which in turn the rate of radiative heat transfer into the fluid increases. The higher radiative heat transfer to the fluid is responsible for the increase in thermal boundary layer growth. Further, the temperature profile is higher for non-linear thermal radiation as compared with linear thermal radiation; which was the similar result observed by Pantokratoras and Fang [33] and Mushtaq et al. [36] . Therefore, we can conclude that, the non-linear thermal radiation is more suitable for heating processes like nuclear power plants, gas turbines and thermal energy storages.
The effect of temperature ratio parameter θ p (=T c /T ∞ ) on both temperature and concentration profile is illustrated in the Fig. 12 . When θ p is larger then both temperature and concentration curves are higher, so that the temperature and concentration in the boundary layer are higher too. This is due to the fact that, the stretching sheet temperature (T c ) increases with temperature ratio parameter, accordingly the thermal boundary layer thickness augmented. The Figs. 13 and 14 are aimed to shed a light on the influence of the Biot number (Bi) on temperature and concentration profiles in the boundary layer. It is interesting to note that, the thermal boundary layer thickens on the right hand side of the sheet by increasing Biot number. Physically speaking, the thermal resistance of the sheet reduced and convective heat transfer to the fluid on the right side of the sheet is augmented for larger values of Biot number. Additionally, the influence of Bi on fluid temperature can be observed in three ways, namely Bi < 1, Bi > 1 and Bi −→ ∞; and they correspond to uniform, non-uniform and constant wall temperature respectively. It is also observed that, as Bi tends to a very large number, then temperature approaches to unity. Mathematically, the boundary condition θ ′ = −Bi(1 − θ ) can be written as (θ = 1 + θ ′ /Bi). This implies the temperature θ approaches to 1 as Bi −→ ∞. Further, it is noticed from Fig. 14 that, the concentration distribution and its corresponding boundary layer thickness increases with Biot number.
The influence of Dufour number on temperature and concentration profiles is shown in Fig. 15 . It is observed that for larger values of Dufour number, the temperature as well as concentration distribution in the boundary layer is also larger. This is because; by increasing Dufour number implies that the fluid heats strongly. As a result, the temperature profile increases significantly. On the other hand, the Soret number describes the impact of temperature gradients inducing imperative mass diffusion effects. Fig. 16 illustrates that an increase in Soret number shows dual behaviour by temperature field. Also, the concentration distribution and its associated boundary layer thickness increases for the larger Soret number. This outcome is agreed very well with the results obtained by Hayat et al. [25] .
An expected outcome has been observed for the influence of Prandtl number on temperature and concentration profile. That is the thermal and solute boundary thickness decreases for large values of Prandtl number as shown in Fig. 17 . It can be noticed from the Fig. 18 that, the temperature distribution in the boundary layer increases for larger Lewis number. In contrast to this, for larger Lewis number the concentration profile and its associated boundary layer thickness decreased rapidly. From Figs. 2 to 18 we observed an interesting fact that, the velocity along x and y directions, temperature and concentration distributions are higher for linear stretching sheet than that of non-linear stretching sheet. This outcome is consistent with the results obtained by Junaid et al. [42] .
Figs. 19-22 illustrates the characteristics of skin friction co-efficient along x and y directions, Nusselt number and Sherwood number for different nanoparticles like Cu, TiO 2 and Al 2 O 3 . It is observed that, the skin friction co- efficient is higher for Al 2 O 3 -water nanofluid than that of TiO 2 -water nanofluid and Cu-water nanofluid in order. Since the density of Cu-water nanofluid is higher than Al 2 O 3 and TiO 2 -water nanofluids, the friction factors for Cu-water nanofluid is found to be lower. The Nusselt and Sherwood number will be decreased by strengthening the magnetic parameter. Physically, the thermal and solute boundary layer thickens for larger values of magnetic parameter; thus, the rate of heat and mass transfer retards significantly. Further, the Nusselt and Sherwood number is higher for TiO 2 -water nanofluid than that of Al 2 O 3 -water nanofluid and Cu-water nanofluid in order. Table 2 shows the values of C f x and C f y for different values of the magnetic parameter, power law index and stretching ration parameter. We obtained the negative values for the skin friction factor of the flow. The negative value of friction drag means that the sheet exerts a drag force on the fluid. Impact of magnetic parameter, index and stretching ratio parameter on skin friction co-efficient due the flow is similar in a qualitative manner. That is, both C f x and C f y are decreasing functions of M, n and c. Table 3 presents the numerical values of Nusselt and Sherwood number for different values of Sr, Df , R, θ p , φ, Bi, M and c. Here, the Nusselt number increases for large values of Sr, Bi, c and n whereas it decreases with an increase in Df , R, θ p , φ and M. The Sherwood number is an increasing function of Df , R, θ p , c and n while it is a decreasing function of Sr, Bi, M and φ. In addition, the Nusselt and Sherwood number are higher in the case of a non-linear stretching sheet than that of linear stretching sheet. Tables 4 and 5 presents the variation in Nusselt number and Sherwood number due to the influence of the Biot number for linear and non-linear stretching cases correspondingly. It is observed that, the Nusselt and Sherwood number significantly increases as the Biot number vary from 0.2 to 100, then after a slight variation is observed in both Nusselt and Sherwood number (as Bi −→ ∞). This is due to the fact that, the Biot number increases the thermal boundary layer thickness as we previously observed in Figs. 13 and 14, which in turn cause for higher Nusselt number. The obtained results of the convective boundary condition are in accordance with Makinde and Aziz [24] . 
Concluding remarks
The fully developed heat and mass transfer of water based nanofluid with non-linear thermal radiation have been studied numerically. Both linear and non-linear stretching sheet case were also analysed on the flow fields. The effects of various physical parameters on different flow fields were examined. In light of the present study following concluding remarks can be drawn;
• The properties of the fluid could be controlled by varying the nanoparticle volume fraction.
• Different flow characteristics are affected significantly by the types of nanoparticles.
• The influence of power-law index n is qualitatively same on momentum, thermal and solute boundary layer.
• Magnetic field obstructs the momentum boundary layer flow strongly and serves as a potent control mechanism.
• The Dufour and Soret number shows the opposite behaviour on thermal field. • The non-linear thermal radiation has high impact on flow fields as compared with linear thermal radiation.
• By varying the Biot number, the temperature and concentration distributions could be controlled easily.
• The Nusselt and Sherwood number at the stretching surface are higher in case of a non-linear stretching sheet than that of linear stretching sheet.
For many industrial and technological applications in liquid-based systems involving stretchable equipments, the present results may be accommodating. 
